
 HLV-1KBM – 720P HD VANDAL-PROOF IP CAMERA

FEATURES
■ HD 720P Real Time

■ Digital Wide Dynamic Range

■ Shutter Speed adjustable

■ Power over Ethernet

■ H.264/ M-JPEG/ MPEG4 compression

■ Micro SD card backup

■ Vandal proof

■ Supports iPhone/Android/Mac

■ Free Bundle 36 ch recording software

HLV-1KBM  SPECIFICATIONS
HARDWARE

CPU ARM 9 ,32 bit RISC

RAM 128MB

FLASH 16MB

IMAGE SENSOR 1 / 4” Mega-Pixel CMOS sensor

SENSITIVITY 1.0 Lux @30fps

SHUTTER TIME 1 / 5 ~ 1 / 10,000 sec

LENS TYPE 4.2mm@F1.6

I/O DI/DO

POWER OVER ETHERNET Yes

POWER DC12V Power consumption, Max：2.4W

OPERATING TEMPERATURE -10°C ~ 45°C

DIMENSIONS Φ80mm x H67mm

WEIGHT 310g

SYSTEM

VIDEO RESOLUTION 1280x800@30fps,1280x720@30fps , 640x480@30fps, 320x240@30fps, 176x144@30fps

VIDEO ADJUST
Brightness, Contrast, Hue, Saturation, Sharpness, AGC, Shutter Speed adjustable, Sense-
Up, D-WDR, Flip, Mirror, Noise reduction

TRIPLE STREAMING Yes

IMAGE SNAPSHOT Yes

FULL SCREEN MONITORING Yes

PRIVACY MASK Yes, 3 different areas

COMPRESSION FORMAT H.264/ M-JPEG/ MPEG4

VIDEO BITRATES ADJUST CBR, VBR

MOTION DETECTION
Yes, 3 different areas

TRIGGERED ACTION Mail, FTP, Save to SD card, SAMBA

SECURITY
Password protection, IP address filtering, HTTPS encrypted data transmission, 802.1X 
port-based authentication for network protection, QoS/DSCP

FIRMWARE UPGRADE HTTP mode, can be upgraded remotely

SIMULTANEOUS CONNECTION Up to 10
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NETWORK

ETHERNET 10/ 100 Base-T

NETWORK PROTOCOL
HTTP, HTTPS, SNMP, QoS/DSCP, Access list, IEEE 802.1X, RTSP, TCP/IP, UDP, SMTP, FTP, 
PPPoE, DHCP, DDNS, NTP, UPnP, 3GPP, SAMBA, Bonjour

MICRO SD CARD MANAGEMENT

RECORDING TRIGGER Motion Detection, IP check, Network break down (wire only),Schedule

VIDEO FORMAT AVI, JPEG

VIDEO PLAYBACK Yes

DELETE FILES Yes

WEB BROWSING REQUIREMENT

OS Windows 7, 2000, XP, 2003, Microsoft IE 6.0 or above, Chrome, Safari, Firefox

MOBILE SUPPORT iOS 4.3 or above, Android 1.6 or above.

HARDWARE REQUIREMENTS Intel Dual Core 2.53G,RAM: 1024MB, Graphic card: 128MB

SOLE AGENT:

Address: 1 Rochor Canal Road, #02-67/69/34/35/36/37, 
Sim Lim Square, Singapore 188504 Tel: 6336-0404  Fax: 6338-0404  
Email: jiaying@singnet.com.sg Website: http://www.jiaying.com


	HD 720P Real Time
	Digital Wide Dynamic Range
	Shutter Speed adjustable
	Power over Ethernet
	H.264/ M-JPEG/ MPEG4 compression
	Micro SD card backup
	Vandal proof
	Supports iPhone/Android/Mac
	Free Bundle 36 ch recording software

